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S&P-Audio 
Made in Spain 
Mail@sup-audio.com 



Natural DesignNatural Design  

We manufacture not simply loudspeakers as luxury goods, but as elitaere pieces of furniture.  
The synthesis of the arts is manufactured from noble woods and in pure manual work.  
Under front with fine leather.  

The body is made from 1,5748 inches solid “Sapeli“ which gleams brown, red-brown to gold, 
depending the illuination. 
To bring up the natural shimmer of the wood, the surface is oiled and waxed to maintain the 
Materials naturality. 
 
 
Around the Woofer structurally to emphasize it is merged in noble red oak, thus the running 
time differences are minimized.  
 



The world brand Seas Excel speaks for it self. 
8“ Woofer driver with magnesium diaphragm 
and copper phase. This light diaphragm provides  
detail rendition on world class level. 

Handcrafted driver  

 
Also a kalotte is available alternatively.  
The Excel T25CF002 Millennium belongs with its 6   
Hexadym magnet to the absolute worlds best.  

The 7“  Mid-range Woofer with its magnesium diaphragm, brings an enormous 
rigidity and acoustic straight (lineness) with itself, indispensably for best dissolution.   
A genuine High - End driver.  
 

Audaphon the Ribbon Tweeter ranks among the finest 
world.  
Ribbon Tweeter have an airier sound and are very fine 
because of their small mass in the dissolution.  



 Technology 
Why don´t we only talk about High - End - Components, 
But also use them. 

Because, WBT is the world best  
Manufacturer of Terminals and that´s 
why they are good enough for us.  

Because Foil Coils are better, tonal, than any others and “Jantzen“ Superior, “Mundorf“  
Silver/Oil, “Clarity“ SA and “Clarity“ DTAC are of the worlds best capacitors. 
Only a “Crossover equipped without compromise, fulfils our requirement after neutral     
music rendition. 
Experience wonderfully roomy and detailed redition with a fuller tonal wealth 
Where you detect the finest nuances, dynamically and alive without appearing unnaturally. 
And all this from above downward, with our true High - End Crossover.    

Plugs and all connections are Gold -  
plated, naturally 
For the inside cables we use 
“Oehlbach“ (Rattle Snake) and 
“Inakustik“ (Cobra 3 Mix and Bingo 
Silver). 



Technical Data 

 

Due the constant Technological progress, S&P-Audio keeps itself the Right forwards to make changes at the 

Specifications without previous announcement. 

All rights are reserved by S&P-Audio 
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Frequency (+/- 3 dB) 30—25.000 Hz 

Impedance 8 Ohm 

Sensitivity 90 dB (2,83V/1m) 

Max Sound pressure 92 dB 

Crossover 18-24 dB, impedance correction, tonal mix 

Woofer Excel  8“ Magnesium 

Midrange Excel  7“ Magnesium 

Tweeter Audaphon JP3 Ribbon 

Power 300 Watt Max. 

Cabinet size 1000 x 300 x 400 (HxBxT) 

Weight 48 kg 

Cabinet Sapelli wax Leather black 


